






for Babies
Based on our experience amassed over more than 60 years,
we are able to provide a baby-friendly environment.

Air Curtain

Humidity control

Minimal handling

Low noise

Night mode
An air curtain, designed as a standard inclusion
in the Air Incu i, minimizes temperature loss
when a snap-open access port is opened.

Adjustable humidity control allows up to 95%
relative humidity to be produced, meeting
humidification requirements for even the smallest
of neonates.

Direct steam injection humidification minimizes
the risk of infection inside the incubator.

Noise Levels in the incubator are 
kept to 45dB, reducing stress levels 
in Neonates.

* The AAP recommends that sound levels be kept lower than
45dB in NICUs and infant incubators.

A built-in weight monitor allows the 
neonate to be weighed inside the 
incubator, the "womb like" 
environment.

Body weight is measured in 1g 
increments allowing for slight 
increases or decreases to easily be 
identified.

A night mode helps to reduce light 
stimulation in neonates.



Extensive options and add-ons ensure
that the Air Incu i can be tailored to suit
the caregiver's needs.
- Oxygen Controller Unit
- Weight Monitor Unit
- SpO2 Unit (Masimo/Nellcor)

Multiple stand options are available to best
suit your nursery requirements.
Choose either "High-Low Stand" or
"Cabinet Stand".

Jointless hood minimizes the 
chance that surfaces are left 
unwiped / unclean.

Jointless design ensures a 
good visibility of the inside of 
the incubator.

The hood can be disassembled without 
any tools being required.

Should any part of the hood be broken 
or damaged, the part can be replaced 
individually, which helps to reduce 
maintenance costs.

Maintenance and cleaning/disinfection
efficiency has improved.

Cleaning efficiency has been increased with
reduced number of packings.

A reduction in the number of periodic
replacement parts has improved the ease of
maintenance and reduced running costs.

Electrostatic filter Humidifier

The cleanliness level of the filter is easily visible 
and can be easily replaced when required

The humidity chamber can be easily removed from
the incubator for complete cleaning ensuring that
no residual water is left which can be a source of infection.
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